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Hose Reels
Accessories & Supplies

ACCESSORIES

Air Chuck
3340-006 Short Stub Length, Single
Chuck Ball Foot  
Maximum pressure 145 psi (10 bar)

Tire Inflater

3340-009 Single Chuck Tire Inflater,
Straight on single outlet chuck

3340-010 Double Chuck Tire Inflater,
Straight on double outlet chuck

Maximum pressure 360 psi (25 bar)

Radiator Water Bibb

3340-014 Radiator Water Bibb
Thumb valve, Rubber spout 
 
Maximum pressure 145 psi (10 bar)

Coiled Hose

8137-030 30’ x 3/8” Coiled Air Hose for Air/
Water Polyurethane
8137-125 25’ x 3/8” Coiled Air Hose for
Anti-freeze Nylon 
 
300 psi (21 bar)

HOSE STOPS
Purchase hose to fit the correct hose size

2230-015 Lube Console Hose Guide

2230-009 Hose stop for 1/4” ID Hoses. Fits Classic, Premium and EVO Hose Reels

2230-025 Hose stop for 3/8” ID Hoses. Fits Classic, Premium and EVO Hose Reels

2230-010 Hose stop for 1/2” ID Hoses. Fits Classic, Premium, EVO Hose Reels

2230-018 Hose stop for 1/2” ID Hoses. Fits EV and EVX Hose Reels

2230-011 Hose stop for 3/4” ID Hoses. Fits EV and EVX Hose Reels

2230-012 Hose stop for 1” ID Hoses. Fits EVX Hose Reels

2230-039 Hose stop for 1  1/2” Hoses. Fits EVX+ Hose Reel

LUBE CONSOLE

LUBE CONSOLE 2600-001 

Lube Console. Includes Lower Hose Guide 2600-003. 
Ships with 5 console guides, and 2-3/8” accessory stops

LUBE CONSOLE EXTENSION

LUBE CONSOLE EXTENSION 2600-005
Lube Console Extension. Installs next to 2600-001 Lube

Console for added capacity
Ships with 2 console guides

ACCESSORIES

LUBE CONSOLE LOWER 
HOSE GUIDE 2600-003

LUBE CONSOLE FLOOR 
PLATE HOSE GUIDE 2600-006

LUBE CONSOLE BASEMENT/CEILING PLATE 
2600-007

Lower Hose Guide Floor Plate Hose Guide
Use with 2230-015 console guide

Basement /ceiling plate with two hose outlets
Can be used with Lube Console Extenstion 2600-005


