
271graco.com

Diaphragm Evacuation Pumps

Technical Specifications

Husky 716 Husky 1050

Maximum Fluid Working Pressure 100 psi (7.0 bar / 0.7 MPa) 100 psi (7.0 bar / 0.7 MPa)

Approximate Free Flow Rate @ 100 psi 16 gal/min (61 l/min) 50 gal/min (189 l/min)

Output per Cycle 0.04 gal (0.15 l) 0.17 gal (0.64 l)

Air Inlet 1/4 in 1/2 in

Fluid Inlet 3/4 in 1 in

Fluid Outlet 3/4 in 1 in

Maximum Pump Speed 400 cpm 275 cpm

Cycles per Gallon 25 cpg 5.9 cpg

Cycles per Liter 6.7 cpl 1.6 cpl

Wetted Parts
Buna-N, acetal, aluminum,  

stainless steel, PTFE,  
zinc-plated steel

Aluminum, TPC-ET, acetal,  
PTFE, Buna-N

Sound Pressure Level 85 dB(A) 96 dB(A)

Sound Power Level 95 dB(A) 90 dB(A)

Approximate Weight 8.5 lb (3.9 kg) 23 lb (10.5 kg)

Instruction Manual 308573 313597

Typical Applications

•	 Automotive dealerships

•	 Fast lube centers

•	 Service shops

•	 Heavy-duty dealerships

•	 Fleet services facilities

Typical Fluids Handled

•	 Used oil

Part Number Description

241906 Husky 716 Evacuation Pump

647731 Husky 1050 Evacuation Pump

Ordering Information

Husky 1050

Husky 716
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Evacuation Pump Packages

Wall Mount Packages

Package Number 24E166 224873

Diaphragm Pump 1050A (1 in) UL-listed 716 (3/4 in)

Pump Part Number 647731 241906

Mounting Type Wall Bracket Wall Bracket

Mounting Part Number 24C637 224835 

Fluid Oil Oil

Evacuation Drum Adapter Drum Adapter

Evacuation Part Number 240832 240832

Air Installation Kit 240684 240684

Fluid Installation Kit 240685 240685

Instruction Manual 313597 308719

Listings UL, CE –

Ordering Information

Package 224873 installed on Oil King and 
tank (neither included in package).
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